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The Star 5 Agro door is designed especially 
for busy internal doorways in food processing 
facilities.  Star 5 Agro doors are constructed 
from high-grade food-safe components and 
designed to operate reliably for many years 
with minimal maintenance requirements. 

The doors are constructed with multicomposite 
frames including the guides, motor covers and hood 
covers.  The specialist material is highly resistant to 
damage including scratching and denting and also 
has the benefit of being completely corrosion-free.

In the event of impact from a forklift or other object 
the door curtains have flexible stiffening bars.  This 
means that the curtains will pop out of the guides 
with no damage, when the curtain reaches the top 
of the doorway the curtain will feed itself back in 
and the door is fully working again with no need for 
a manual reset or any replacement parts.

Agro doors are designed and constructed to be 
pressure washed or hosed down as required.  This 
includes open composite guides and a rounded 
hood and motor cover designed to ensure that 
water runs off.  The bottom of the hood is open, 
meaning that the void around the roll can also be 
washed out.  All of this makes for the most hygienic 
speed door available.  

The doors open and close at 1000mm/second and 
are available with a wide array of operation options.  
This allows the doors usability to be maximised and 
for cycle times and therefore exposure to hygiene 
risks can be minimised.  The doors can also be used 
for areas with a pressure or temperature difference 
either side of the doorway.

Rapidor Star 5 
Agro Doors

DATA SHEET

Applications:
Food & drink factories 
Wash-down areas
Meat processing 
Food preparation areas
Dairies
Seafood processing

• Speed door for wash-down areas
• Corrosion-free construction
• Food-safe components
• Impact-resistant design
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RAPIDOR STAR 5 AGRO SPEED 
DOORS

TECHNICAL DATA The Rapidor Star 5 Agro door is the ultimate speed door 
for food manufacturing and processing environments.  
It is designed for maximum hygiene and durability 
combined with reliable, high-speed operation.

Function Standard Optional

Maximum opening speed 1000mm/second Increased speed to 1500mm/s

Maximum closing speed 1000mm/second

Maximum width 4000mm

Maximum height 4500mm

Curtain weight 900 grams/m2

Curtain colours 11 standard colours (White, Beige, Yellow, Orange, Light Green, Green, Red, 
Light Blue, Dark Blue, Brown, Grey)

Motor 400V three phase 230V single phase

Control panels

IP65 rated PVC control cabinet with 
front-mounted up, down, stop and 
isolator.  Complete with self-diagnos-
tic and cycle counter

Operating temperature +3°C to +18°C 

Door frame
Multicomposite, anti-thermal bridging and corrosion-free.  Constructed with 
rounded corners which are sloped downwards and water-repellent to pre-
vent build-up of moisture.  Finish aluminium grey RAL 9006.

Impact-resistance Curtain stiffeners are flexible so in the event of an impact they will pop out 
of the guides and reset themselves via an autofeed slot

Power supply Three phase, 400V, 50Hz Single phase, 230V

Hood & motor cover Smooth, profiled multicomposite, oriented to ensure water run off and open 
at the bottom to facilitate cleaning of the void

Safety

Resistive bottom edge sensor within 
300mm high multiflexible closing 
edge
Transmitter/reciever photocell
Flashing light

Wireless bottom edge sensor
Audio visual/Traffic light

Vision windows 1 row Up to 4 rows

Vision window sizes 700mm 500mm

Emergency opening Ratchet wrench override Counterweight system
UPS Back up

U-Value 5.72 W/M2K

Pressure Resistance 10 Pa

Controls Push button

Remote control
Proximity sensors
Motion sensor
Pull cord
Induction loop
Digital keypad
Proximity sensors

Other

CONFORMITY EN13241; CE Marked


